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Fabrics used in QMotion shades are selected from the world of 
suppliers. This information here will help our clients understand 
more about the materials used and how we handle them, along 

with some field issues with possible solutions.

Each QMotion shading fabric has composition information listed 
on the sample card where the fabrics are shown. Not all fabric 
compositions to the same. Many, but not all, are made with coated 
thread and some of the threads are either polyester or fiberglass. 
Refer to the individual sample cards to understand more about the 

materials used in milling the fabric.
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Hand

One common question relates to how the fabrics 
feel. This fabric feel is called the hand. The hand 
of a fabric refers to how it feels when physically 
touched. In fact, many fabrics are intentionally 
stiffened to make them more rigid when used in 
a roller shade. It's important that the fabric hang 
as flat as possible and roll up/down properly.

Warp and Weft

In the weaving of fabric there are two common 
threads that run through the roll. The first is the 
warp yarn which is the thread that runs through 
the length of the roll from the beginning of the 
roll to the end of the roll. The weft is thread that 
runs transverse in the roll.

Railroading

Sometimes the fabric roll may not be wide 
enough to achieve the window width the client 
desires. Railroading is when the fabric changes 
its portrait orientation to landscape. This can be 
more noticeable in patterned material and not all 
fabrics are acceptable for this process. If a shade 
in a room must be railroaded, we recommend 
railroading all the shades in the same room. 

Shade Production

At QMotion, we use several different types of 
cutting systems for handling our fabrics. Not all 
fabric can be cut on the same table so we are 
careful to select the right system to handle each 
material. This careful selection of the right tool 
helps to minimize fabric issues in shades.

We have several different types of machines to 
seam our fabrics. Many of our fabrics can be 
welded. The welding process heats the material 
and seams it. Some fabrics may not be welded 
and must be sewn.

Handling

Once the fabrics are cut, we are careful to 
maintain the fabrics rolled evenly and moved 
through production to protect the panel completely. 
It is important to us to produce the shade with 
clean materials with the edges properly prepared.

This same care must be used by installers. 
Keep the shades in their package until the last 
moment when they are ready to install; do not 
stack anything on the shades or put them on 
irregular surfaces.

Do not pull on the fabric panels and minimize 
touching the edges. Pulling on the edges can 
cause fabric deformation or fraying.
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